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WARNING SYSTEMS



PRODUCT SPECIFICATIONS 

SELF ADJUSTING MODELS

	Application
	Model
	Specs
	Decibels
	Features
	Durability & standards
	Price (AUS$)

	Heavy Duty
	SA-RRA-107
	- 12-24 Volts

- Current: Max 1 Amp

- IP68

- Size(WxHxD)

172x79x95mm
	87-107dB
	- Alarm continually adjusts to 5-10dB above ambient

- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Driver

- Hole centres (mm): 153
	- Mechanical vibration: 10G

- Operating temperature: -40 to +85

- CE marked

- SAE J994
	378.00

	Medium Duty
	SA-RRA-97
	-12-24 Volts
- Current: Max 1 Amp

- IP68

- Size (WxHxD)

172x76x65mm
	77-97dB
	- Alarm continually adjusts to 5-10dB above ambient

- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Driver

- Hole centres (mm): 98-108
	- Mechanical vibration: 10G
- Operating temperature: -40 to +85

- CE marked

- SAE J994

- NAS/PIED approved for night-time delivery
	210.60


WHITE SOUND MODELS

	Application
	Model
	Specs
	Decibels
	Features
	Durability & standards
	Price (AUS$)

	Heavy Duty
	RRA-107
	-12-24Volts

- Current: Max 1 Amp

- IP68

- Size (WxHxD) 172x79x95mm
	107dB
	- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Driver

- Hole centres (mm): 153
	- Mechanical vibration: 10G

- Operating temperature:

-40 to +85

- CE marked

- EMC approved: e

- SAE J994
	347.40

	
	RRA-102
	-12-24Volts

- Current: Max 1 Amp

- IP68

- Size (WxHxD) 172x79x95mm
	102dB
	- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Driver

- Hole centres (mm): 153
	- Mechanical vibration: 10G

- Operating temperature:

-40 to +85

- CE marked

- EMC approved: e

- SAE J994
	343.80

	Medium duty
	RRA-97
	-12-24Volts
-Current: Max 0.3Amps

-IP68

- Size (WxHxD)

127x76x65mm
	97dB
	- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eiminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 98-108
	- Mechanical vibrations: 10G
- Operating temperature: -40 to +85

- CE marked

- EMC approved: e

- SAE J994
	192.60

	
	RRA-92
	- 12-24 Volts
- Current: Max 0.5 Amps

- IP68

- Size (WxHxD) 91x55x45mm
	92dB
	- Multi frequency broadband sound
- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 76
	- Mechanical vibration: 10G
- Operating temperature:

-40 to +85

- CE marked

- EMC approved: e

- SAE J994
	107.12

	
	RRA-87
	- 12-24Volts

- Current: Max 0.5Amps

- IP68

- Size (WxHxD) 91x55x45mm
	87dB
	- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 76
	- Mechanical vibration: 10G

- Operating temperature:

-40 to +85

- CE marked

- EMC approved: e

- SAE J994
	71.12

	
	RRA-82
	- 12-24Volts

- Current: Max 0.5Amps

- IP68

- Size (WxHxD) 91x55x45mm
	82dB
	- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 76
	- Mechanical vibration: 10G

- Operating temperature:

-40 to +85

- CE marked

- EMC approved: e

- SAE J994

- NAS/PIED approved for night-time delivery 
	71.12

	Petroleum Tanker/ADR Specification
	RRA-92ADR
	-12-24Volts

-Current: Max 0.3Amps

-IP68

- Size (WxHxD)

127x76x65mm
	92dB
	- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eiminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 98-108
	- Mechanical vibrations: 10G

- Operating temperature: -40 to +85

- CE marked

- EMC approved: e

- SAE J994
	214.20

	Forklift
	RRA-97HV
	-36-80Volts
-Current: Max 0.3Amps

-IP68

-Size (WxHxD)

127x76x65mm
	97dB
	- Constant tone ideal as forward horn or other warning

- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 98-108
	- Mechanical vibrations: 10G
- Operating temperature: -40 to +85

- CE marked

- EMC approved: e

- SAE J994
	194.40

	
	RRA-92HV
	-36-80Volts

-Current: Max 0.3Amps

-IP68

-Size (WxHxD)

127x76x65mm
	92dB
	- Constant tone ideal as forward horn or other warning

- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 98-108
	- Mechanical vibrations: 10G

- Operating temperature: -40 to +85

- CE marked

- EMC approved: e

- SAE J994
	183.60

	
	RRA-87HV
	-36-80Volts

-Current: Max 0.3Amps

-IP68

-Size (WxHxD)

127x76x65mm
	87dB
	- Constant tone ideal as forward horn or other warning

- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 98-108
	- Mechanical vibrations: 10G

- Operating temperature: -40 to +85

- CE marked

- EMC approved: e

- SAE J994
	145.80

	
	RRA-82HV
	-36-80Volts

-Current: Max 0.3Amps

-IP68

-Size (WxHxD)

127x76x65mm
	82dB
	- Constant tone ideal as forward horn or other warning

- Multi frequency broadband sound

- Instantly locatable

- Sound confined to danger area

- Eliminates noise nuisance

- Sounder unit: Speaker

- Hole centres (mm): 98-108
	- Mechanical vibrations: 10G

- Operating temperature: -40 to +85

- CE marked

- EMC approved: e

- SAE J994
	141.32


